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Bendix-King GPH-CMD Handheld Radio Operation for Fort Bidwell Radios 
 

 

 

Turn On clockwise. Turn Squelch clockwise until noise is 
heard to set volume, then counterclockwise until quiet. 
 
Switches usually are Power HI, SCAN and PRI off (down). 
 
RX LED is yellow when receiving (flashing if low battery). 
 
TX LED is red when transmitting. To transmit, press and 
hold the Push-to-talk button on the left side (PTT). If no 
LED or display says LOBATT, transmission not possible. 
 
Select Channel with the rotating knob. Normally MOD SV 
DISP on the display for Modoc Dispatch. See the truck 
binders for other channels and groups. 
 
Other Groups 
Press # to see the group number. Modoc is in Group 1. 
For other groups, press #, the group number, then ENT. 
The groups are 1 MOD, 2 BLM, 3 CDF, 4 MNF, and 5 NV. 
 
The CMND group is user selectable. Choose a channel as 
above, then press * to enter it into the group. The display 
will confirm. Press # # ENT to use the CMND group (CMND 
will appear on the display). When in the CMND group, use 
* to delete channels. To exit select another group. 
 
Scanning 
If the SCAN switch is on, SCN will flash on the display and 
still show the selected channel. If a signal is received from 
a group channel marked for scan, the signal is heard and 
the channel name is displayed. To reply, set the channel 
selector before transmitting. 
 
To add a channel to the scan, turn off the SCAN switch, 
select the channel, and press ENT. SCN will appear on the 
display. Or use CLR to remove it from the scan. Channels 
set for scanning show SCN when selected. 
 
Miscellaneous 
To lock the keyboard, press and hold FCN. The display will 
show LOCKED or UNLOCKED alternately.  
Use Low Power for local or aircraft communication. 
The PRI switch and key are disabled. 
When a key is pressed the light will stay on for 6 seconds. 
Transmission is limited to 120 seconds. 

 


